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No Rusting  
or Corrosion.

High tech polyurethane 
elastomer eliminates corro-
sion. Salt deteriorates metal 
rapidly, generally requiring 
replacement of wheels after 
25 to 50 hours of use result-
ing in high maintenance cost 
and downtime.

No Sticking.

Non-stick properties of  
the polyurethane surface  
inhibits packing and  
clumping of salt or sand, 
eliminating the possibility  
of freezing. Abrasion  
resistant properties of poly-
urethane can reduce vane 
wear as much as 85%.

No Rotational  
Wobble.

Traditional spinner materi-
als allow the formation of 
clumps that causes rotational 
wobble during operation.  
Wobble can result in costly 
damage to bearings, shaft 
wear, and hydraulic motor 
replacement.

No High Maintenance 
and Repair Costs.

Winter® Spinners  
virtually eliminate spinner 
vane replacement due to  
corrosion and abrasion.  
It’s one piece molded  
construction of engineered 
polyurethane makes it  
extremely durable.

The Winter® Spinners are  
specially engineered polyurethane  
salt and sand spreader discs that  
last 6X longer than traditional  

metal spreading wheels. 



Winter® Spinners Integral  
One Piece Design.
Each spreader is molded in one piece. The vane  
is not an attachment, but is integral to the structure 
for added durability. 

Engineered Angled Vanes For Controlled Dispersion  

They are designed to consistently deliver an even  
spread pattern, producing safer, less hazardous 
roads – the first time out.

Straight or Radial Design: Superior spreading coverage counter clockwise, with six radial vanes

n  Precision cast to provide dynamic balance

n  Tough 90 Shore A hardness

n  Available in 18" diameter ±1/4"

n  Base design 5/8" ±1/8" thick

n  Six vanes to optimize spread pattern

n  Out-performs competitive metal, rubber & normal plastics

n  �Universally fits any spreader box 
-  Light Duty, Medium Duty, Heavy Duty

Radial Vane Design Spinner

Straight Vane Design Spinner      

Description

Description

n  �Six radial vanes - 
Clockwise or counter clockwise

n  Available in 12-24" diameter ±1/4"

n  �Out-performs competitive metal,  
rubber & normal plastics

n  Universally fits any spreader box

n  �Six straight vanes

n  Available in 12-24" diameter ±1/4"

n  �Out-performs competitive metal,  
rubber & normal plastics

n  Universally fits any spreader box
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